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NOTES:
1. CAST IRON COVER TO BE STAMPED "WATER" FOR WATERLINE

VALVES
2. INSTALL NON-METALLIC TAPE APPROXIMATELY 24" ABOVE PIPE
3. DEBRIS CAP MUST BE INSTALLED AT TOP OF VALVE BOX.
4. TRENCH ADAPTOR MAY BE INSTALLED IN PLACE OF VALVE BOX AND

DEBRIS CAP.
5. GATE VALVES SHALL BE MANUFACTURED BY MUELLER, M&H,

AMERICAN FLOW CONTROL, OR U.S. PIPE AND FOUNDRY CO.
6. SHALL BE DESIGNED FOR 250 PSI WORKING PRESSURE AND 500 PSI

HYDROSTATIC PRESSURE.

STANDARD DETAIL
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BEFORE DIGGING
IN THIS AREA CALL

DESTRUCTION OF THIS SIGN
VIOLATES FEDERAL LAW

BEFORE DIGGING
IN THIS AREA CALL

DESTRUCTION OF THIS SIGN
VIOLATES FEDERAL LAW
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1 -INCH AND SMALLER
 SERVICE RECONNECTION

(WITH METER)

3/13/07EMIA
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NOTES:

1. METER BOXES TO BE PLACED ON BACK SIDE OF DITCH.
2. ALL SERVICE LINES ARE TO BE PLACED OVER EXISTING GAS LINES.
3. UP TO 2" DIA. SERVICE TUBING TO BE COPPER CONFORMING TO ASTM DESIGNATION

B88 FOR TYPE "K". SOFT TEMPER OR AWWA 78-CR TYPE "K". LARGER SERVICE LINES
MUST BE DUCTILE IRON.

4. CONTRACTOR IS REQUIRED TO PERFORM HYDROSTATIC PRESSURE TESTS IN
ACCORDANCE WITH AWWA C600 AND/OR C605.

5. EXISTING SERVICE LINE TO BE ABANDONED.
6. SEE DETAIL W-14.

SERVICE INSTALLATION
(PAVED ROADWAY)

SCALE: N.T.S.

REV. NO.

FILE No. 03033\W-23.dwg
DATE:  SEP. 2004
APPD. BY:
CKD BY:
DRN. BY: BY DATEEMIJOB TITLE SHEET TITLE

DETAIL No.
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CONCRETE RESTRAINT

ANCHOR

STANDARD DETAIL FIRE HYDRANT ASSEMBLY
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NOTES:
A. HYDRANTS SHALL BE MANUFACTURED IN FULL COMPLIANCE WITH AMERICAN WATER WORKS

ASSOCIATION STANDARD FOR DRY-BARREL FIRE HYDRANTS, 250 PSI WORKING PRESSURE, C502, AND
AS HEREIN AMENDED.

B. HYDRANTS SHALL BE MUELLER SUPER CENTURION 250, M&H STYLE 129, U.S. PIPE M-94-250 PSI, OR
AMERICAN FLOW CONTROL B84-250 PSI.

C. HYDRANTS SHALL BE THREE-WAY, POST TYPE, DRY TOP TRAFFIC MODEL WITH COMPRESSION MAIN
VALVE OPENING AGAINST AND CLOSING IN THE DIRECTION OF NORMAL WATER FLOW.

D. INTERNAL MAIN VALVE DIAMETER SHALL BE MINIMUM OF 5-1/4".
E. HYDRANTS SHALL HAVE NAME OF MANUFACTURER, YEAR MANUFACTURED, AND NOMINAL VALVE SIZE IN

LEGIBLE, RAISED LETTERS CAST ON BARREL OR BONNET.
F. CONTRACTOR SHALL PROVIDE THE TOWN OF BRASELTON WITH ONE (1) SET OF MAINTENANCE

WRENCHES AND THREE (3) BREAKAWAY REPAIR KITS FOR EVERY FIFTEEN (15) OF EACH TYPE OF
HYDRANT PROVIDED OR TO BE DETERMINED BY THE TOWN AT THE END OF CONSTRUCTION.

G. HYDRANTS TO BE INSTALLED SO THE FINISH GRADE IS AT THE HYDRANT BURY LINE.
H. EXTENSION REQUIRED TO BRING HYDRANT TO PROPER GRADE SHALL BE FURNISHED AND INSTALLED

BY CONTRACTOR AT HIS EXPENSE.
I. FIRE HYDRANT ASSEMBLY SHALL CONSIST OF THE DUCTILE IRON HYDRANT TEE, GATE VALVE, DUCTILE

IRON LEAD PIPE, AND HYDRANT. PIPE RESTRAINERS MUST BE USED TO RESTRAIN ASSEMBLY. PIPE
RESTRAINERS SHALL BE ANCHOR COUPLING TYPE OR GRIP RING PIPE RESTRAINERS AS
MANUFACTURED BY ROMAC INDUSTRIES, INC. OR APPROVED EQUIVALENT. PVC IS NOT ALLOWED FOR
HYDRANT ASSEMBLY.

J. FINAL HYDRANT COLOR SHALL BE METALLIC SILVER.
K. INSTALL NON-METALLIC TAPE APPROXIMATELY 24" ABOVE PIPE.

NOTES:

1. COMBINATION AIR RELEASE/AIR VACUUM VALVES SHALL BE CAST IRON BODY WITH
STAINLESS STEEL (ASTM A240) TRIM AND FLOAT EQUAL TO CRISPIN UL20 OR APPROVED
EQUIVALENT.

2. ORIFICE SIZE SHALL BE 2" DIAMETER.
3. INTERNAL PARTS SHALL BE STAINLESS STEEL (ASTM A240) OR BRONZE.

SCALE: N.T.S.
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TOWN OF BRASELTON WATER & SEWER DEPARTMENTS

W-13

STANDARD DETAIL

COMBINATION
AIR RELEASE AND

AIR VACUUM VALVE
A 3/13/07EMI

NOTES:

1. METER: 5/8 x3/4 INCH AND 1 INCH METERS SHALL BE NEPTUNE T-10, PROREAD, WITH E-CODER R900i
ENCODER, WITH BRONZE TOP AND BOTTOM, POSITIVE DISPLACEMENT TYPE, MAGNETIC DRIVE, WITH
SEALED REGISTERS, TOTALIZER, AND STRAIGHT DIALS IN GALLONS, FROST PROOF DESIGN, OR
APPROVED EQUIVALENT MEETING AWWA STANDARD C700 UNLESS OTHERWISE SPECIFIED. METERS
SHALL BE COMPATIBLE WITH METER YOKES SPECIFIED HEREIN BELOW.

2. RADIO READ METER MUST BE COMPATIBLE WITH EXISTING TOWN OF BRASELTON RADIO READ SYSTEM.
3. METER BOXES: 5/8 x 3/4 INCH AND 1 INCH SHALL BE CARSON MODEL 1015 METER BOX, OR APPROVED

EQUIVALENT, WITH AMR UNDERCOVER HANGER AND DROP IN SOLID PLASTIC LOCKING COVER.
DIMENSIONS SHALL BE 17"L x 12"W x 12" DEEP. BOX SHALL BE SET BELOW GRADE WITH TOP FLUSH WITH
GROUND SURFACE.

4. TOP OF THE METER MUST BE A MINIMUM OF 12" FROM THE TOP OF THE METER BOX.
5. CURB STOP SHALL BE LOCATED SO VALVE IS ACCESSIBLE AND CAN BE OPERATED.
6. ALL ACCESSORIES SHALL BE COMPATIBLE WITH PIPE AND SERVICE TUBING.
7. SERVICE SADDLES SHALL BE SMITH-BLAIR, INC. MODEL 313 OR APPROVED EQUIVALENT.
8. CORPORATION STOP SHALL BE FORD CATALOG NUMBER F1000 OR APPROVED EQUIVALENT.
9. CUT-OF VALVE SHALL BE A 3/4", 1", OR 2" WATTS SERIES WBV BRASS BALL VALVE OR APPROVED

EQUIVALENT.
10. FOR 3/4" AND 1" METERS, DUAL CHECK VALVE SHALL BE AN APOLLO 40-300 SERIES OR APPROVED

EQUIVALENT.
11. VALVE BOX FOR CUT-OFF VALVE SHALL BE A CARSON INDUSTRIES MODEL 910 OR APPROVED

EQUIVALENT.
12. 3/4" AND 1" CURB STOP SHALL BE LOCKABLE FORD STRAIGHT METER BALL VALVE WITH PACK-JOINT

INLET AND METER SWIVEL NET OUTLET OR APPROVED EQUIVALENT. 2" CURB STOP SHALL HAVE A
PACK-JOINT INLET AND METER FLANGE OUTLET.
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